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Ceiling Diffuser 4-DE

Specification texts
Ceiling diffuser type 4-DE-Z for supply air, in square design. Particularly suitable for installation in comfort rooms with high number of air changes, for clean rooms (in connection with particle filter boxes) and for VAV installations with variable volumetric flows (between 40-100%). Cooling and heating modes are possible (from -14 K to +14 K). Consisting of a high-quality powder-coated sheet steel faceplate painted to a RAL colour (RAL 9010, white, standard), with central pivoting, aerodynamic and radial fitted air deflection blades, which are individually adjustable (without any tools) from the diffuser side without dismounting the diffuser, in support blade profile made of plastic in RAL 9010 (white), RAL 9005 (black) or aluminium, painted individually or to the same RAL colour as the faceplate (subsequent adjustment of blades not possible). Free cross-section, resistance and sound power level constant in all blade positions. Fastened with visible screw mounting (SM). Fastening of size 800 with concealed mounting (-VM).

Product: SCHAKO type 4-DE-Z
-
for return air, without air deflection blades

Product: SCHAKO type 4-DE-A
· Faceplate made of natural anodised aluminium (E6/EV1)

· with concealed mounting (-VM), made of aerodynamic aluminium profile suspended at 4 points (up to size 400) and at 6 points, respectively, only available in conjunction with plenum box.

· with screw mounting with concealed mounting (-SM-V), for mounting with ball-impact guard (only for size 800).

Accessories:

-
Plenum box (-SAK) made of galvanised sheet steel, with fixing lugs




-
Supply air model with integrated perforated straightener.



-
Return air model inside painted to RAL 9005 (black)


-
with throttle damper (-DK) in the plenum box adjustable from below for easy volumetric flow control without dismounting the faceplate.



-
with volumetric flow meter (-VME)



-
with ROB version (-ROB), removable diffuser plate, throttle damper and volumetric flow meter.



-
Rubber lip seal (-GD) at the plenum box connection piece, made of special rubber.



-
with thermal insulation




-
internal (-Ii)



-
outside (-Ia)

-
with hit-and-miss damper (-SS-K) from galvanised sheet steel for air volume regulation



-
Ball-impact guard (-BS), made of steel with high-quality powder coating in RAL 9010 (white), other RAL colours possible at an extra charge (only possible with screw mounting (-SM) and for size 800 only with SM-V mounting).









[image: image1.jpg]ICHAKO




[image: image2.png]

