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Fire-Resistant Damper Model BKA-Ü
Specification texts

Fire-resistant dampers of special design and use are used if, as part of ventilation planning, openings are required in fire-resistant inner walls or ceilings for the continuation of air flow, which must be closed in the event of a fire.

The building supervisory authority will decide whether the opening is admissible, for example because it differs or in connection with the approval of the fire protection concept.

The required dampers are fire-resistant dampers which must close in connection with a suitable smoke triggering device in the event of a fire, thus preventing the propagation of fire and smoke through the component opening. Dampers of this type must not be connected to ventilation ducts in connection with RLT systems in buildings.

As standard the fire-resistant damper BKA-Ü consists of the following components:

-
SCHAKO shut-off damper BKA-EN according to the general building supervisory approval no. Z-41.3-667; L=500 mm, housing made of galvanised sheet steel with electric spring return actuator 24 V.


-
SCHAKO assembly part EBT, galvanised sheet steel model, housing leakage according to DIN EN 1751, class B, at a duct pressure of up to 1000 Pa.


-
SCHAKO finishing grating ASG, on both sides, galvanised sheet steel model. 


-
SCHAKO extension part VT, galvanised sheet steel model, required for H ³ 400.


-
Identification label (must be affixed permanently to the adjacent component by the installing company)


-
SCHAKO smoke detection system RMS, according to the general building supervisory approval no. Z-78.6-58; consisting of:



-
SCHAKO smoke detector RMS-L


-
SCHAKO relay module RM

EBT, ASG and, if present, VT are mounted to the BKA-EN. RMS-L and RM have been mounted and wired to the spring return actuator.

Installation takes place in interior walls and ceilings. In doing so, the corresponding general building supervisory approval nos. Z-41.3-667 and Z-78.6-58 and the associated technical documentations must be heeded.

Product:

SCHAKO type BKA-Ü
General building supervisory approval no. Z-6.50-2012

Dimensions

Width (B):

............... mm

Height (H):

............... mm

Length (L):500 mm (refers to BKA-EN)

Operating side:
right/left (If not stated otherwise, the operating side "right" will be delivered)

Alternative designs or accessories

(select as required)

Model made of stainless steel material no. 1.4301 (V2A)

Model made of stainless steel material no. 1.4571 (V4A)

Model with protective coating "interior" and "exterior", two-component paint, PU-based
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