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Smoke Extraction Damper Model ERK-T
Specification texts
Smoke extraction dampers for use in mechanical smoke extraction systems of individual or several fire lobbies and for feeding supply air to these mechanical smoke extraction systems.

Assembly with horizontal or vertical damper axis. Housing, actuator enclosure and damper leaf made of calcium silicate. Damper leaf axle made of stainless steel and mounted in bronze bushes.

Installation:

-
in solid walls made of masonry to DIN 1053 or concrete

-
directly in solid walls, directly or directly on concrete ceilings

-
in metal post walls to DIN 4102-4 Table 48 or with general building supervisory test certificate

-
outside walls and ceilings with connection to inspected smoke extraction ducts

Allows data transmission via a KOMES system to be ordered separately for monitoring and storing the positions of the damper leaf (SMB-ERK module).

Maximum leakage when exposed to stress according to the unit temperature curve (ETK, DIN 4102) must not exceed 200 m3/h per m2 of cross-section area at 500 Pa of negative pressure. In cold condition, this value refers to a negative pressure 1500 Pa.

Reversible OPEN/CLOSED actuator, in L90 enclosure Mechanical locking of the drive when power is interrupted.

Drives (select as required):

-
ERJ-24 (standard), Joventa type SEL 1.90, 24 V AC/DC with integrated limit switches.

-
ERB-24 (at an extra charge), Belimo type BE 24, 24 V AC/DC, with integrated limit switches

-
ERB-230 (at an extra charge), Belimo type BE 230, 230 V AC, with integrated limit switches

-
ERJ-230 (without extra charge), Joventa type SEL 2.90, 230 V AC with integrated limit switches.

-
ERJ-S-24 (at an extra charge), Joventa type SEL 1.90 SLC, 24 V AC, limit switches from control module


BSLC 24-SR + control module Joventa type BSLC 24-SR (closed-circuit current principle) 


24 V AC or 24 V DC.

Product: SCHAKO type ERK-T, approval number Z-78.2-50
Dimensions:

Height:

____________________mm

Width:


____________________mm

Length:

____________________mm

Operating side:

-
only "right-hand" model available

Special model (at an extra charge):

-
with enlarged actuator housing for additional SMB module (-SMB)

Accessories (select as required):

-
Profile connection frame made of galvanised sheet steel



-
on one side (operating side BS or wall side MS) or on both sides, mounted ex works


-
delivered loose (number)



Product: SCHAKO type PAR



Dimensions:



Width (W):
.................... mm


Height (H):
.................... mm

-
Flexible connection piece


Temperature-resistant up to 600°C


Expansion of at least 100 cm when installed.


Product: SCHAKO type FS-E 600

Dimensions:



Width (W):
.................... mm


Height (H):
.................... mm

-
Flexible connection piece


Temperature-resistant up to 1000°C


Expansion of at least 100 cm when installed.


Product: SCHAKO type FS-E 1000



Dimensions:



Width (W):
.................... mm


Height (H):
.................... mm

-
Finshing protective grating made of galvanised sheet steel, mesh width < 20 mm.


Product: SCHAKO type ASG-E

Dimensions:



Width (W):
.................... mm


Height (H):
.................... mm
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