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Combined Supply And Return Air Diffuser Model KWB

Specification texts
Combined diffuser for supply and return air suitable for wall  mounting. Consisting of sheet steel faceplate painted to RAL 9010 (white), with integrated fixed nozzles made of plastic RAL RAL 9010 (white) or 9005 (black), for supply air, with punch grille for return air. With plenum box made of galvanised sheet steel, with connection pipe for supply and return air and thermally insulated partition plate. Fixing with concealed mounting (VM).

Product: SCHAKO type KWB-D
Nozzle arrangement



-
one row (-1)


-
two rows (-2)


-
Fixing with screw mounting (SM)

Accessories:


-
with throttle damper (-DK) in plenum box, made of galvanised sheet steel for simple air 




volume regulation.




-
with rubber lip seal (-Gd)



Combined diffuser for supply and return air suitable for wall  mounting. Consisting of sheet steel faceplate painted to RAL 9010 (white), for supply air, with slot grille for return air. With plenum box made of galvanised sheet steel, with connection pipe for supply and return air and thermally insulated partition plate   Fastening with screw mounting.

Product: SCHAKO type KWB-KL

Accessories:


-
with throttle damper (-DK) in plenum box, made of galvanised sheet steel for simple air 




volume regulation.



-
with rubber lip seal (-Gd)


Combined diffuser for supply and return air suitable for wall  mounting. Consisting of slot rail made of extruded aluminium profile with blades made of  plastic RAL 9010 (white, standard) or RAL 9005 (black) for supply air, with punch grille in faceplate made of sheet steel painted to RAL 9010 (white) for return air. With plenum box made of galvanised sheet steel, with connection pipe for supply and return air and thermally insulated partition plate. Fastening with rivet joint.

Product: SCHAKO type KWB-DSX
Slot rail



-
1 slot (-1)


-
2 slot (-2)


-
3 slot (-3)

Accessories:


-
with throttle damper (-DK) in plenum box, made of galvanised sheet steel for simple air 




volume regulation.




-
with rubber lip seal (-Gd)



Combined diffuser for supply and return air suitable for wall  mounting. Consisting of slot rail made of aluminium natural colour anodised (E6/EV1, standard) or aluminium painted to RAL 9010 (white). With plastic blades RAL 9010 (white, as standard), RAL 9005 (black) or aluminium painted to the RAL colour of the frame profile. Without blades for return air. With plenum box made of galvanised sheet steel, with connection pipe for supply and return air and thermally insulated partition plate. Fixing with concealed mounting (VM).

Product: SCHAKO type KWB-S
Blade air throw



-
horizontal


-
vertical


-
Fixing with screw mounting (SM)

Accessories:


-
with throttle damper (-DK) in plenum box, made of galvanised sheet steel for simple air 




volume regulation.




-
with rubber lip seal (-Gd)
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