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Mineral Wool Silencer Models MWS / MBS / MLS / MBLS / MWK / MBK / MLK / MBLK
Specification texts

Baffle silencer with integrated baffles type MWK with frame profile in nozzle design and with mineral fibre boards covered with unmetabolisable glass silk - weight per unit volume > 30 kg/m³, non-flammable according to DIN 4102 A2. 

Duct housing made of 1.0 mm thick galvanised sheet steel with airtight saddle joint. Internal pressure up to 1000 Pa max.

Metu profile M 30 on both sides. Manufactured to the hygienic standards of VDI 6022.

TÜV inspected according to VDI 6022 Sheets 1+2 as well as DIN 1946 Sheet 2.

Product: SCHAKO type MWS-100/-200/-300
Baffle silencer with integrated baffles type MBK with frame profile in nozzle design and with mineral fibre boards covered with unmetabolisable glass silk - weight per unit volume > 30 kg/m³, non-flammable according to DIN 4102 A2. Duct housing made of 1.0 mm thick galvanised sheet steel with airtight saddle joint. Internal pressure up to 1000 Pa max.

Metu profile M 30 on both sides. Manufactured to the hygienic standards of VDI 6022.

TÜV inspected according to VDI 6022 Sheets 1+2 as well as DIN 1946 Sheet 2.

Product: SCHAKO type MBS-100/-200/-300
Baffle silencer with integrated baffles type MLK with frame profile in nozzle design and with mineral fibre boards covered with unmetabolisable glass silk - weight per unit volume > 30 kg/m³, non-flammable according to DIN 4102 A2. 

Duct housing made of 1.0 mm thick galvanised sheet steel with airtight saddle joint. Internal pressure up to 1000 Pa max.

Metu profile M 30 on both sides. Manufactured to the hygienic standards of VDI 6022.

TÜV inspected according to VDI 6022 Sheets 1+2 as well as DIN 1946 Sheet 2.

Product: SCHAKO type MLS-100/-200/-300
Baffle silencer with integrated baffles type MBLK with frame profile in nozzle design and with mineral fibre boards covered with unmetabolisable glass silk - weight per unit volume > 30 kg/m³, non-flammable according to DIN 4102 A2.

Duct housing made of 1.0 mm thick galvanised sheet steel with airtight saddle joint. Internal pressure up to 1000 Pa max.

Metu profile M 30 on both sides. Manufactured to the hygienic standards of VDI 6022.

TÜV inspected according to VDI 6022 Sheets 1+2 as well as DIN 1946 Sheet 2.

Product: SCHAKO type MBLS-100/-200/-300
Accessories:

-
with additional angled frame

-
Powder coating RAL 9010 (white)

Silencing baffles with frame profile in nozzle design for substantial reduction of the pressure loss. The mineral fibre boards, weight per unit volume > 30 kg/m³, are covered with unmetabolisable glass silk and are non-flammable according to DIN 4102.

Baffles measured to ISO/DIS 7235 and to DIN 45646. Manufactured to the hygienic standards of VDI 6022.

Product: SCHAKO type MWK-100/-200/-300

Silencing baffles with frame profile in nozzle design for substantial reduction of the pressure loss. The mineral fibre boards, weight per unit volume > 30 kg/m³, are covered with unmetabolisable glass silk and are non-flammable according to DIN 4102.  Covered with sheet steel t = 0.5 mm offset on one side.

Baffles measured to ISO/DIS 7235 and to DIN 45646. Manufactured to the hygienic standards of VDI 6022.

Product: SCHAKO type MBK-100/-200/-300
Silencing baffles with frame profile in nozzle design for substantial reduction of the pressure loss. The mineral fibre boards, weight per unit volume > 30 kg/m³, are covered with unmetabolisable glass silk and are non-flammable according to DIN 4102. Both sides covered with perforated sheet steel t = 0.5 mm.

Baffles measured to ISO/DIS 7235 and to DIN 45646. Manufactured to the hygienic standards of VDI 6022.

Product: SCHAKO type MLK-100/-200/-300

Silencing baffles with frame profile in nozzle design for substantial reduction of the pressure loss. The mineral fibre boards, weight per unit volume > 30 kg/m³, are covered with unmetabolisable glass silk and are non-flammable according to DIN 4102.  Covered with sheet steel t = 0.5 mm offset on one side. Additionally with perforated cover t = 0.5 mm of the uncovered surface areas.

Baffles measured to ISO/DIS 7235 and to DIN 45646. Manufactured to the hygienic standards of VDI 6022.

Product: SCHAKO type MBLK-100/-200/-300
Accessories:

-
Powder coating RAL 9010 (white)
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