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Floor Displacement Diffuser Model PIL-B
Specification texts
Floor displacement diffuser for installation in double floors, consisting of  square faceplate made of stainless steel 1.4301 with perforation and back-fitted support frame made of sheet steel painted to RAL 9005 (black). One- or two-sided throw.

Product: SCHAKO type PIL-B-Q
-
Model:




-
A:
Perforation 5 mm in dia. (standard)


-
B:
Perforation 8x8  mm in dia.


-
C:
Perforation 12x5  mm in dia.


-
D:
Perforation 18x6  mm

Floor displacement diffuser for installation in double floors, consisting of  rectangular faceplate made of stainless steel 1.4301 with perforation and back-fitted support frame made of sheet steel painted to RAL 9005 (black). One- or two-sided throw.

Product: SCHAKO type PIL-B-RE
-
Model:




-
A:
Perforation 5 mm in dia. (standard)


-
B:
Perforation 8x8  mm in dia.


-
C:
Perforation 12x5  mm in dia.


-
D:
Perforation 18x6 mm in dia.

Floor displacement diffuser for installation in double floors, consisting of  round faceplate made of stainless steel 1.4301, with radial perforation and back-fitted baffle plate. Baffle plate consisting of sheet steel painted to RAL 9005 (black), including galvanised sheet steel fastening prongs.

Product: SCHAKO type PIL-B-R
Accessories:

-
Plenum box (-AK) made of galvanised sheet steel (not for use with dirt collection basket)




-
Throttle damper (-DK) in plenum box, adjustable, for simple air volume regulation. Throttle damper made of galvanised sheet steel, damper fastening made of plastic.



-
with rubber lip seal (-GD), made of special rubber, at the plenum box connection pipe.



-
with thermal insulation




-
internal (-Ii)



-
external (-Ia)

-
Mounting frame (-ER) made of stainless steel 1.4301 (V2A) painted in the colour sand silver (for PIL-B-Q / PIL-B-RE only)



-
Rimmed mounting ring (-EBR), consisting of stainless steel 1.4301 (V2A) (for PIL-B-R only).



-
Dirt collection basket (-SFK) made of galvanised sheet steel, with adjustable basket base for volume flow control (not for use with plenum box).
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