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Ceiling Impulse Diffuser Model PIL
Specification texts

Square ceiling impulse diffuser for installation in supply and exhaust air systems in clean rooms, operating theatres and comfort rooms up to 4 m high.

Consisting of an easy to clean square perforated sheet steel faceplate, painted to RAL 9010 (white) or natural colour anodised aluminium. The supply air version additionally with a baffle plate and a sheet steel painted RAL 9005 (black) air guide funnel. It is fastened by concealed mounting (-VM) using a central fastening screw. TÜV tested according to VDI 6022 Sheets 1+2 and DIN 1946 Sheet 2.

Product: SCHAKO type PIL-Q-Z
-
star-shaped perforations (not possible in aluminium)


Product: SCHAKO type PIL-Q-S-Z
-
Return air version without baffle plate and without air guide funnel offset perforations


Product: SCHAKO type PIL-Q-A


-
Return air version without baffle plate and without air guide funnel star-shaped perforations (not possible in aluminium)


Product: SCHAKO type PIL-Q-S-A


-
with screw mounting (-SM), for model with ball-impact guard (-BS) only


Accessories:

-
includes plenum box (SAK-Z), made of galvanised sheet steel, with integrated perforated equalising grid and lateral connecting piece and fixing lugs.




-
with a throttle damper (-DK) adjustable at the front side in the plenum box for air volume regulatio



-
Volumetric flow meter (-VME) in connection pipe



-
ROB version: diffuser plate, damper and volumetric flow meter can be removed



-
with rubber lip seal (-GD) at the connection pipe



-
with thermal insulation




-
internal (-Ii)



-
external (-Ia)

-
with plenum box (-SAK-A) made of galvanised sheet steel, with lateral connection piece and fixing lugs.
-
with a throttle damper (-DK) adjustable at the front side in the plenum box for air volume regulation
-
Volumetric flow meter (-VME) in connection pipe



-
ROB version: diffuser plate, damper and volumetric flow meter can be removed



-
with rubber lip seal (-GD) at the connection pipe



-
with thermal insulation




-
internal (-Ii)



-
external (-Ia)

-
Reduction piece made of galvanised sheet steel for connection to ductwork (-RF) (for supply air model only) without plenum box



-
Ball-impact guard (-BS), made of steel with high-quality powder coating in RAL 9010 (white), other RAL colours possible at an extra charge (only possible for PIL-Q with screw mounting).



Round ceiling impulse diffuser for supply and return air systems in clean rooms, operating theatres and comfort rooms up to a height of 4 m.

Consisting of an easy to clean round sheet steel faceplate, with offset perforations, painted to RAL 9010 (white) or natural colour anodised aluminium. S  upply air version additionally with a baffle plate and a sheet steel air guide funnel painted to RAL 9005 (black). It is fastened by concealed mounting (-VM) using a central fastening screw. TÜV tested according to VDI 6022 Sheets 1+2 and DIN 1946 Sheet 2.
Product: SCHAKO type PIL-R-Z
-
star-shaped perforations (not possible in aluminium)


Product: SCHAKO type PIL-R-S-Z
-
Return air version without baffle plate and without air guide funnel offset perforations


Product: SCHAKO type PIL-R-A


-
Return air version without baffle plate and without air guide funnel star-shaped perforations (not possible in aluminium)


Product: SCHAKO type PIL-R-S-A


Accessories:

-
includes plenum box (SRK-Z), made of galvanised sheet steel, with integrated perforated equalising grid and lateral connecting piece, with fixing lugs.




-
with a throttle damper (-DK) adjustable at the front side in the plenum box for air volume regulation


-
with cable-operated adjustment (-SZV)


-
Volumetric flow meter (-VME) in connection pipe



-
ROB version: diffuser plate, damper and volumetric flow meter can be removed



-
with rubber lip seal (-GD) at the connection pipe



-
with thermal insulation




-
internal (-Ii)



-
external (-Ia)

-
with plenum box (-SRK-A) made of galvanised sheet steel, with lateral connection piece and fixing lugs.
-
with a throttle damper (-DK) adjustable at the front side in the plenum box for air volume regulatio




-
with cable-operated adjustment (-SZV)


-
Volumetric flow meter (-VME) in connection pipe



-
ROB version: diffuser plate, damper and volumetric flow meter can be removed



-
with rubber lip seal (-GD) at the connection pipe



-
with thermal insulation




-
internal (-Ii)



-
external (-Ia)

-
Reduction piece made of galvanised sheet steel for connection to ductwork (-RF) (for supply air model only) without plenum box
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