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Living Space Ventilation WRL

Specification texts
- 
Supply and return air grilles made of sheet steel painted to RAL 9010 (white), with integrated,
manually adjustable supply air nozzles made of plastic. The grille is screwed to a plaster frame ER-1 for


fastening. The plaster frame ER-1 is made of made galvanised sheet steel with a plastic connecting piece


for horizontal connection of the flexible pipes.


Product: SCHAKO type BWV-ER-1
- 
Supply and return air grilles made of sheet steel painted to RAL 9010 (white), with integrated,
manually adjustable supply air nozzles made of plastic. The grille is screwed to a plaster frame ER-2 for


fastening. The plaster frame ER-2 is made of made galvanised sheet steel for connection to flexible pipes


from above, especially for installation in size 11 walls.


Product: SCHAKO type BWV-ER-2

-
 Multiple-contact switch and step transformer.

- 
Flexible pipes allow an easy connection of the connection pieces of the supply and return air grille unit to

the duct silencers and between the supply and return air ventilation units to the air duct. The return air is discharged completely via the flexible pipes. Connection ø = 70 mm

- 
Connecting piece for connecting any remaining portions of the flexible pipes. This is done by simply


sliding the flexible pipes over the connecting piece.

- 
Duct silencers dampen the fan noise so that the installation is hardly heard even when in full operation.


The outer jacket is made of 1.0 mm thick galvanised sheet steel. Silencing takes place by the absorption


principle.


Product: SCHAKO type WRRS 70 / 300

- 
To be able to ventilate each room separately, each grille has a supply and return air fan unit installed. The fan housings are made of 0.75 mm thick galvanised sheet steel. For sound absorption and for protection from the formation of condensation water, the housings are lined with insulating material.


Product: SCHAKO type WRVE

- 
Main duct to transport the supply and the return air and to connect the supply and return air grille type


BWV. Mixing the supply air with the return air is completely impossible, since the return air is separated


reliably from the fresh air by means of an integrated separate duct system (flexible aluminium pipes). The


heat recovery is effected by having the fresh air flow around the return air duct, thus heating it. The heat


recovery efficiency is over 80 %. For sound absorption and for protection from the formation of


condensation water, the air duct is lined abrasion-resistant with insulating material. The air duct pieces


consist of 0.75 mm thick galvanised sheet steel and are available in the lengths 955 and 455 mm


with or without connection openings (AÖ).


Product: SCHAKO type: 
-
WRK-455 with AÖ









-
WRK-455 without AÖ










-
WRK-955 with AÖ









-
WRK-955 without AÖ

- 
Main duct to transport the supply and the return air and to connect the supply and return air grille type


BWV. Mixing the supply air with the return air is completely impossible, since the return air is separated


reliably from the fresh air by means of an integrated separate duct system (flexible aluminium pipes). The


heat recovery is effected by having the fresh air flow around the return air duct, thus heating it. The heat


recovery efficiency is over 80 %. For sound absorption and for protection from the formation of


condensation water, the air duct is lined abrasion-resistant with insulating material. The air duct pieces


consist of 0.75 mm thick galvanised sheet steel and are available in the lengths 955 and 455 mm


with or without connection openings (AÖ), but with a 90° duct bend.


Product: SCHAKO type: 
-
WRKK-455 with AÖ










-
WRKK-455 without AÖ










-
WRKK-955 with AÖ










-
WRKK-955 without AÖ
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-
The air distributor unit is the connection piece between the outside grille and the air duct. It consists of 0.75 mm thick galvanised sheet steel and is lined with abrasion-resistant insulating material. A plaster frame is integrated in the distribution unit. This allows the distributor unit to be used for wall thicknesses


ranging from 25 to 42 cm. A filter is installed in the distributor unit, which can be easily replaced via
a plug-in device.


Product: SCHAKO type WRVK

-
Weather protection grilles for fresh air intake. The return air is blown far away from the house via nozzles,


to prevent it from being drawn in again though the supply air grille. This also prevents dirt resulting from


dirt particles transported in the air from being deposited on the house wall. The outer grille and the plaster


frame are made of sheet steel. The nozzles for the return air are made of plastic. An insect screen is fitted


to the outer grille. It is advantageous to install the grille neither on the street side nor on the weather side.


Product: SCHAKO type WAR

-
T-piece for multiple connection of supply and return air pipes.

-
Ceiling suspension
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