[image: image2.png]




Fire Damper Model BKP
Specification texts

Fire damper made of galvanised sheet steel, fire resistance class K 90. Installed with horizontal or vertical damper axis. Damper blade made of silicate structural insulating panel. Fixed setting when damper is open. For installation in solid walls and ceilings, in lightweight partition walls according to DIN 4102-4 Table 48, or outside of walls. Approved for connection to a non-flammable ventilation ducts. For installation, on one side non-flammable duct, on the other side protective grating type ASG. Insulation and suspension of the fire damper during installation outside of walls must be provided by the customer. Comprises inspection opening from B > 200 mm.

Product: SCHAKO type BKP
Dimensions:

Width (W):
.................... mm

Height (H):
................... mm

Length:

................375 (500)................mm (at an extra charge)

Operating side:

-
left

-
right

Models and accessories:

-
Limit switch, humidity proof  IP 66, equipped with one NO and one NC contact each.



-
Type ES 1 Z for "CLOSED"


-
Type ES 1 A for "OPEN"


-
Type ES 2 for "CLOSED" and "OPEN"


-
Type ES 1 Ex in Ex design

-
electric spring return actuator type ELD-BLF, to open and close the shut-off damper, with integrated limit switch to indicate "OPEN" + "CLOSED", unwired



-
230 V AC excluding plug


-
24 V AC including plug


-
24 V DC including plug

Finishing protective grating type ASG, to be fitted with ventilation duct connection on only one side, galvanised sheet steel wire or punch grid, mesh width m < 20 mm, minimum distance amin = 50 mm from the open damper blade must be taken into account, if necessary, use extension part type VT.

Product: SCHAKO type ASG
Dimensions::

Width (B) :
.................... mm

Height (H):
.................... mm

-
Extra charge for anticorrosive paint



-
Two-component paint, PU-based

-
Extra charge for powder coating in RAL 9010


-
Extra charge for design:



-
Material No. 1.4301 (V2A)


-
Material No. 1.4571 (V4A)

Extension part type VT, for installation with large wall/ceiling thicknesses, to maintain the minimum distance amin of 50 mm from the open damper blade when fitting interlocking grate type ASG or flexible connection piece type FS. Extension part made of profiled galvanised sheet steel with connecting flanges, L=160 mm.

Product: SCHAKO type VT
Dimensions::

Width (B) :
.................... mm

Height (H):
.................... mm

-
Extra charge for anticorrosive paint - inside -



-
Two-component paint, PU-based

-
Extra charge for powder coating in RAL 9010


-
Extra charge for design:



-
Material No. 1.4301 (V2A)


-
Material No. 1.4571 (V4A)

Assembly part type EBT, for installation of the SCHAKO smoke alarm system RMS-L, assembly part made of profiled galvanised sheet steel with connection flanges and mounting opening suitable for SCHAKO smoke alarm system RMS-L, L= 180 mm. Housing leakage according to DIN EN 1751, class B, at a duct pressure of up to 1000 Pa.

Product: SCHAKO type EBT
Dimensions:

Width (B) :
.................... mm

Height (H):
.................... mm

-
Extra charge for anticorrosive paint - inside -



-
Two-component paint, PU-based

-
Extra charge for powder coating in RAL 9010


-
Extra charge for design:



-
Material No. 1.4301 (V2A)


-
Material No. 1.4571 (V4A)

Flexible connection piece type FS, consisting of profiled connection flanges - galvanised sheet steel - with elastic intermediate piece made of polyester fabric PVC-coated on both sides, construction material class B2 to DIN 4102, with welded lip seals (sealing degree to DIN 24194/VDI 3803/EN1886 B; temperature-resistant from -20° to 80°C).  Flexible part of the connecting piece (polyester fabric) must have a length Lmin of 100 mm when mounted. 

The required equipotential bonding must be carried out on-site according to the VDE regulations.  The fire dampers must not be subject to mechanical stress under any circumstances.

Product: SCHAKO type FS
Dimensions::

Width (B) :
.................... mm

Height (H):
.................... mm

-
Extra charge for model with connection flanges:



-
Material No. 1.4301 (V2A)


-
Material No. 1.4571 (V4A)
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